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Welcome: 
Thank you for your purchase of your new Weldtronic product. The Weldtronic product range provides 

you with quality and reliability.  

 

This product is supported by our extensive service network. In the unlikely event of a problem occurring 

please call your local distributor.  

 

Please record below the details from your product as these will be required for warranty purposes and to 

ensure you get the correct information should you require assistance or spare parts. 

 

Date purchased: ________________________________________________________________________ 

 

From where: ___________________________________________________________________________ 

 

Serial No: ____________________________________________________________________________ 

(The serial number will be located on the equipment data plate underneath or on the rear panel) 

 

This Operating manual has been designed to instruct you on the correct use and operation of your 

Weldtronic product. Information is a guide and we assume no liability for its use. 

 

Please take the time to read the entire manual paying particular attention to the Safety Precautions. They 

will help you to avoid potential hazards that may exist when working with this product. 

 

 

1 Year Warranty Statement. 

 This product is covered by a 1 Year Warranty Parts & Labour Warranty.  

 This warranty does not cover freight or goods that have been interfered with. 

 All goods in question must be repaired by an authorized repair agent as appointed by Weldtronic. 

 Warranty does not cover abuse, misuse, accident, theft or general wear & tear. 

 New product will not be supplied unless Weldtronic International P/L has inspected product 

returned for warranty and agrees to replace the product. 

 Product will only be replaced if repair is not possible. 

 Warranty will be considered void if the primary power Input Plug is modified or replaced. 

 Warranty will be considered void if the equipment is powered from an unsuitable engine driven 

generator.  

 Warranty will be considered void if no proof of purchase can be provided. 

 Warranty will be considered void if this product has been altered, tampered or used in any 

manner contrary to customary usage or application. 

 Full warranty details and conditions supplied with this product are shown in the back of this 

manual. 
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SAFETY PRECAUTIONS – READ BEFORE USING 
 
These general safety norms cover both arc welding machines and plasma cutting machines unless 
otherwise noted. 
The equipment must only be used for the purpose it was designed for. Using it in any other way could 
result in damage or injury and in breach of the safety rules.Only suitably trained and competent persons 
should use the equipment. Operators should respect the safety of other persons. 
 

Prevention against electric shock 
 

 The equipment should be installed by a qualified person and in accordance with current standards 
in operation.It is the user’s responsibility to ensure that the equipment is connected to a suitable 
power supply. Consult with your utility supplier if required. 

 If earth grounding of the work piece is required, ground it directly with a separate cable.  

 Do not use the equipment with the covers removed. 

 Do not touch live electrical parts or parts which are electrically charged.  

 Turn off all equipment when not in use.  

 Cables (both primary supply and welding) should be regularly checked for damage and 
overheating. Do not use worn, damaged, under sized, or poorly jointed cables. 

 Ensure that you wear the correct protective clothing, gloves, head and eye protection. 

 Insulate yourself from work and ground using dry insulating mats or covers big enough to prevent 
any physical contact with the work ground.  

 Never touch the electrode if you are in contact with the work ground, or another electrode from 
adifferent machine.  

 Do not wrap cables over your body.  

 Ensure that you take additional safety precautions when you are welding in electrically hazardous 
conditions such as damp environments, wearing wet clothing, and metal structures. Try to avoid 
welding in cramped or restricted positions.  

 Ensure that the equipment is well maintained. Repair or replace damaged or defective parts 
immediately. Carry out any regular maintenance in accordance with the manufacturer’s 
instructions. 

 

Safety against fumes and welding gases 
 

 Locate the equipment in a well-ventilated position. 

 Keep your head out of the fumes. Do not breathe the fumes.  

 Ensure the welding zone is in a well-ventilated area. If this is not possible provision should be 
made for suitable fume extraction.  

 If ventilation is poor, wear an approved respirator. Read and understand the Material Safety Data 
Sheets (MSDS’s) and the manufacturer’s instructions for metals, consumable, coatings, cleaners, 
and de-greasers.  

 Do not weld in locations near any de-greasing, cleaning, or spraying operations.  Be aware that 
heat and rays of the arc can react with vapours to form highly toxic and irritating gases. 

 Do not weld on coated metals, unless the coating is removed from the weld area, the area is well 
ventilated, and while wearing an air-supplied respirator. The coatings on many metals can give off 
toxic fumes if welded. 

 
 
 
 
 
 



TitanCool Operators Manual  
Issue. A0116 

 

Prevention against burns and radiation 
 

 Arc rays from the welding process produce intense, visible and invisible (ultraviolet and infrared) 
rays that can burn eyes and skin.  

 Wear an approved welding helmet fitted with a proper shade of filter lens to protect your face 
and eyes when welding or watching  

 Wear approved safety glasses with side shields under your helmet.  

 Never use broken or faulty welding helmets. 
 

 Always ensure there are adequate protective screens or barriers to protect others from flash, 
glare and sparks from the welding area. Ensure that there are adequate warnings that welding or 
cutting is taking place.  

 Wear suitable protective flame resistant clothing.The sparks and spatter from welding, hot work 
pieces, and hot equipment can cause fires and burns 

 Welding on closed containers, such as tanks, drums, or pipes, can cause them to explode.  

 Accidental contact of electrode to metal objects can cause arcs, explosion, overheating, or fire.  

 Check and be sure the area is safe and clear of inflammable material before carrying out any 
welding. 

 

Protection against noise 
 

 Some welding and cutting operations may produce noise. 

 Wear safety ear protection to protect your hearing. 
 

Protection from moving parts 
 

 When the machine is in operation, keep away from moving parts such as motors and fans. Moving 
parts, such as the fan, may cut fingers and hands and snag garments. 

 Protections and coverings may be removed for maintenance and controls only by qualified 
personnel, after first disconnecting the power supply cable. 

 Replace the coverings and protections and close all doors when the intervention is finished, and 
before starting the equipment. 

 Take care to avoid getting fingers trapped when loading and feeding wire during set up and 
operation. 

 When feeding wire be careful to avoid pointing it at other people or toward your body. 

 Always ensure machine covers and protective devices are in operation. 
 

Precautions against fire and explosion 
 

 Avoid causing fires due to sparks and hot waste or molten metal 

 Ensure that appropriate fire safety devices are available near the cutting / welding area. 

 Remove all flammable and combustible materials from the cutting / welding zone and 
surrounding areas  

 Do not cut/weld fuel and lubricant containers, even if empty. These must be carefully cleaned 
before they can be cut/welded. 

 Always allow the cut/welded material to cool before touching it or placing it in contact with 
combustible or flammable material. 

 Do not work in atmospheres with high concentrations of combustible fumes, flammable gases 
and dust. 

 Always check the work area half an hour after cutting to make sure that no fires have begun 
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Risks due to magnetic fields 
 

 The magnetic fields created by high currents may affect the operation of pacemakers or 
electronically controlled medical equipment.  

 Wearers of vital electronic equipment should consult their physician before beginning any arc 
welding, cutting, gouging or spot welding operations. 

 Do not go near welding equipment with any sensitive electronic equipment as the magnetic fields 
may cause damage. 

 

RF Declaration 
 
Equipment that complies with directive 2004/108/EC concerning electromagnetic compatibility (EMC) and 
the technical requirements of EN60974-10 is designed for use in industrial buildings and not those for 
domestic use where electricity is provided via the low voltage public distribution system. Difficulties may 
arise in assuring class A electromagnetic compatibility for systems installed in domestic locations due to 
conducted and radiated emissions. 
In the case of electromagnetic problems, it is the responsibility of the user to resolve the situation. It may 
be necessary to shield the equipment and fit suitable filters on the mains supply. 
 

LF Declaration 
 
Consult the data plate on the equipment for the power supply requirements. 
Due to the elevated absorbance of the primary current from the power supply network, high power 
systems affect the quality of power provided by the network. Consequently, connection restrictions or 
maximum impedance requirements permitted by the network at the public network connection point 
must be applied to these systems. 
In this case the installer or the user is responsible for ensuring the equipment can be connected, 
consulting the electricity provider if necessary. 
 

Materials and their disposal 
 
The equipment is manufactured with materials, which do not contain any toxic or poisonous materials 
dangerous to the operator. 
When the equipment is scrapped, it should be dismantled separating components according to the type of 
materials. 
Do not dispose of the equipment with normal waste. The European Directive 2002/96/EC on Waste 
Electrical and Electronic Equipment states the electrical equipment that has reached its end of life must be 
collected separately and returned to an environmentally compatible recycling facility. 
 

Handling of Compressed gas cylinders and regulators 
 
All cylinders and pressure regulators used in welding operations should be handled with care. 
Never allow the electrode, electrode holder or any other electrically “hot” parts to touch a cylinder. 
Keep your head and face away from the cylinder valve outlet when opening the cylinder valve. 
Always secure the cylinder safely. 
Never deface or alter any cylinder 
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EMF Information 

 
Considerations About Welding And The Effects Of Low Frequency Electric And Magnetic Fields Welding 
current, as it flows through welding cables, will cause electro-magnetic fields. There has been and still is 
some concern about such fields, However, after examining more than 500 studies spanning  17 years of 
research, a special blue ribbon committee of the National Research Council concluded  that: "The body 
of evidence, in the committees judgment, has not demonstrated that exposure to power-frequency 
electric and magnetic fields is a human-health hazard." However studies are still going forth and evidence 
continues to be examined. Until the final conclusions of the research are reached, you may wish to 
minimize your exposure to electromagnetic fields when welding or cutting. 

To reduce magnetic fields in the workplace, use the following procedures: 

 Keep cables close together by twisting or taping them. 

 Arrange cables to one side and away from the operator. 

 Do not coil or drape cables around your body. 

 Keep welding power source and cables as far away from operator as practical. 

 Connect work clamp to work piece as close to the weld as possible. 

Symbol usage 

 
Means Warning! Watch Out! There are possible hazards with this procedure! The possible 
hazards are shown in the adjoining symbols. 
 
▲ Marks a special safety message. 

 

 

Arc Welding Hazards 
 
▲ The symbols shown below are used throughout this manual to call attention to and identify 

possible hazards. When you see the symbol, watch out, and follow the related instructions to avoid 
the hazard. The safety information given below is only a summary of the more complete safety 
information found in the Safety Standards. Read and follow all Safety Standards. 

▲ Only qualified persons should install, operate, maintain, and repair this unit. 
▲ During operation, keep everybody, especially children, away. 
 

ELECTRIC SHOCK can kill. 
 
Touching live electrical parts can cause fatal shocks or severe burns. The electrode and 
work circuit is electrically live whenever the output is on. The input power circuit and 
machine internal circuits are also live when power is on. In semi-automatic or automatic 
wire welding, the wire, wire reel, drive roll housing, and all metal parts touching the 
welding wire are electrically live. Incorrectly installed or improperly grounded 
equipment is a hazard. 
 

 Do not touch live electrical parts. 

 Wear dry, hoIe-free insulating gloves and body protection. 

This group of symbols means Warning! Watch 
Out! Possible ELECTRIC SHOCK, MOVING PARTS, 
and HOT PARTS hazards. 
Consult symbols and related instructions below for 
necessary actions to avoid the hazards. 
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 Insulate yourself from work and ground using dry insulating mats or covers big enough to prevent any 
physical contact with the work or ground. 

 Do not use AC output in damp areas, if movement is confined, or if there is a danger of falling. 

 Use AC output ONLY if required for the welding process. 

 If AC output is required, use remote output control if present on unit. 

 Disconnect input power or stop engine before installing or servicing this equipment. Lockout/tagout input 
power according to Safety Standards. 

 Properly install and ground this equipment according to its Owner’s Manual and national, state, and local 
codes. 

 Always verify the supply ground — check and be sure that input power cord ground wire is properly 
connected to ground terminal in disconnect box or that cord plug is connected to a properly grounded 
receptacle outlet. 

 When making input connections attach proper grounding conductor first - double-check connections. 

 Frequently inspect input power cord for damage or bare wiring replace cord immediately if damaged — 
bare wiring can kill. 

 Turn off all equipment when not in use. 

 Do not use worn, damaged, undersized, or poorly spliced cables. 

 Do not drape cables over your body. 

 If earth grounding of the work piece is required, ground it directly with a separate cable. 

 Do not touch electrode if you are in contact with the work, ground, or another electrode from a different 
machine. 

 Use only WeII-maintained equipment. Repair or replace damaged parts at once. Maintain unit according to 
manual. 

 Wear a safety harness if working above floor level. 

 Keep all panels and covers securely in place. 

 Clamp work cable with good metal-to-metal contact to work piece or worktable as near the weld as 
practical. 

 Insulate work clamp when not connected to work piece to prevent contact with any metal object. 

 Do not connect more than one electrode or work cable to any single weld output terminal. 

 Turn off inverter, disconnect input power, and discharge input capacitors according to instructions in 
Maintenance Section before touching any parts. 

FUMES AND GASES can be hazardous. 

Welding produces fumes and gases. Breathing these fumes and gases can be hazardous 
to your health 

 Keep your head out of the fumes. Do not breathe the fumes.  

 If inside, ventilate the area and/or use exhaust at the arc to remove welding fumes 
and gases. 

 If ventilation is poor use an approved air-supplied respirator. 

 Read the Material Safety Data Sheets (MSDSs) and the manufacturers’ instructions for metals, 
consumables, coatings, cleaners, and degreasers. 

 Work in a confined space only if it is well ventilated, or while wearing an air-supplied respirator. Always 
have a trained watch-person nearby. Welding fumes and gases can displace air and lower the oxygen level 
causing injury or death. Be sure the breathing air is safe. 
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 Do not weld in locations near degreasing, cleaning, or spraying operations. The heat and rays of the arc can 
react with vapours to form highly toxic and irritating gases. 

 Do not weld on coated metals, such as galvanized, lead, or cadmium plated steel, unless the coating is 
removed from the weld area, the area is well ventilated, and if necessary, while wearing an air-supplied 
respirator. The coatings and any metals containing these elements can give off toxic fumes if welded. 

ARC RAYS can burn eyes and skin. 

 

Arc rays from the welding process produce intense visible and invisible (ultraviolet and 
infrared) rays that can burn eyes and skin. Sparks fly off from the weld. 

 Wear a welding helmet fitted with a proper shade of filler to protect your face and 
eyes when welding or watching (see Safety Standards). 

 Wear approved safety glasses with side shields under your helmet. 

 Use protective screens or barriers to protect others from flash and glare; warn others not to watch the arc. 

 Wear protective clothing made from durable, flame-resistant material (leather and wool) and foot 
protection. 

WELDING can cause fire or explosion. 

Welding on closed containers, such as tanks, drums, or pipes, can cause them to blow 
up. Sparks can fly off from the welding arc. The flying sparks, hot work piece, and hot 
equipment can cause fires and burns. Accidental contact of electrode to metal objects 
can cause sparks, explosion, overheating, or lure. Check and be sure the area is safe 
before doing any welding. 

 Protect yourself and others from flying sparks and hot metal. 

 Do not weld where flying sparks can strike flammable material. 

 Remove all flammables within 35 ft (10.7 m) of the welding arc. If this is not possible, tightly cover them 
with approved covers. 

 Be alert that welding sparks and hot materials from welding can easily go through small cracks and 
openings to adjacent areas.  

 Watch for fire, and keep a fire extinguisher nearby. 

 Be aware that welding on a ceiling, floor, bulkhead, or partition can cause fire on the hidden side. 

 Do not weld on closed containers such as tanks, drums, or pipes, unless they are properly prepared 
according to Safety Standards. 

 Connect work cable to the work as close to the welding area as practical to prevent welding current from 
travelling long, possibly unknown paths and causing electric shock and fire hazards. 

 Do not use welder to thaw frozen pipes. 

 Remove stick electrode from holder or cut off welding wire at contact tip when not in use. 

 Wear oil-free protective garments such as leather gloves, heavy shirt, cuff less trousers, high shoes, and a 
cap. 

 Remove any combustibles, such as butane lighter or matches, from your person before doing any welding. 

FLYING METAL can injure eyes. 

 Welding, chipping, wire brushing, and grinding cause sparks and flying metal. As 
welds cool, they can throw off slag. 

 Wear approved safety glasses with side shields even under your welding helmet. 
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BUILDUP OF GAS can injure or kill. 

 Shut off shielding gas supply when not in use. 

 Always ventilate confined spaces or use approved air-supplied respirator. 

 

 

 

 

 

HOT PARTS can cause severe burns. 

 Do not touch hot parts bare handed. 

 Allow cooling period before working on gun or torch. 

 

 

 

 

 

MAGNETIC FIELDS can affect pacemakers. 

 Pacemaker wearers keep away. 

 Wearers should consult their doctor before going near arc welding, gouging, or spot 
welding operations. 

 

 

 

NOISE can damage hearing. 

Noise from some processes or equipment can damage hearing. 

 Wear approved ear protection if noise level is high. 

 

 

 

 

CYLINDERS can explode if damaged. 

 

Shielding gas cylinders contain gas under high pressure. If damaged, a cylinder can 
explode. Since gas cylinders are normally part of the welding process, be sure to treat 
them carefully. 

 Protect compressed gas cylinders from excessive heat, mechanical shocks, slag, 
open flames, sparks, and arcs. 

 Install cylinders in an upright position by securing to a stationary support or cylinder 
rack to prevent falling or tipping. 

 Keep cylinders away from any welding or other electrical circuits. 

 Never drape a welding torch over a gas cylinder. 
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 Never allow a welding electrode to touch any cylinder. 

 Never weld on a pressurized cylinder - explosion will result. 

 Use only correct shielding gas cylinders, regulators, hoses, and fittings designed for the specific application: 
maintain them and associated parts in good condition. 

 Turn face away from valve outlet when opening cylinder valve. 

 Keep protective cap in place over valve except when cylinder is in use or connected for us

FIRE OR EXPLOSION hazard. 
 

 Do not install or place unit on, over, or near combustible surfaces. 

 Do not install unit near flammables. 

 Do not overload building wiring — be sure power supply system is properly sized, rated, 
and protected to handle this unit. 

 

FALLING UNIT can cause injury. 
 

 Use lifting eye to lift unit only, NOT running gear, gas cylinders, or any other accessories. 

 Use equipment of adequate capacity to lift and support unit. 

 If using lift forks to move unit, be sure forks are long enough to extend beyond opposite 
side of unit. 

 

 

OVERUSE can cause OVERHEATING  
 

 Allow cooling period; follow rated duty cycle. 

 Reduce current or reduce duty cycle before starting to weld again. 

 Do not block or filter airflow to unit. 

 

STATIC (ESD) can damage PC boards. 
 

 Put on grounded wrist strap BEFORE handling boards or parts. 

 Use proper static-proof bags and boxes to store, move, or ship PC boards. 

 
 
 
 

MOVING PARTS can cause injury. 

 

 Keep away from moving parts. 

 Keep away from pinch points such as drive rolls. 
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WELDING WIRE can cause injury.  
 

 Do not press gun trigger until instructed to do so. 

 Do not point gun toward any part or the body, other people, or any metal when 
threading welding wire. 

 

 
 

H.F. RADIATION can cause interference. 
 

 High frequency (HF,) can interfere with radio, navigation, safety services, computers, and 
communications equipment. 

 Have only qualified persons familiar with electronic equipment perform this installation. 

 The user is responsible for having a qualified electrician promptly correct any 
interference problem resulting from the installation. 

 If notified by the FCC about interference, stop using the equipment at once. 

 Have the installation regularly checked and maintained. 

 Keep high-frequency source doors and panels tightly shut. Keep spark gaps at correct setting, and use 
grounding and shielding to minimize the possibility of interference. 

 

ARC WELDING can cause interference. 
 

 Electromagnetic energy can interfere with sensitive electronic equipment such as 
computers and computer-driven equipment such as robots. 

 Be sure all equipment in the welding area is electromagnetically compatible. 

 To reduce possible interference, keep weld cables as short as possible, close together, 
and down low, such as on the floor. 

 Locate welding operation 100 meters from any sensitive electronic equipment. 

 Be sure this welding machine is installed and grounded according to this manual. 

 If interference still occurs, the user must take extra measures such as moving the welding machine, using 
shielded cables, using line filters, or shielding the work area



1.0 Preface 

 

 

Congratulations on choosing TitanCool Water Cooler. Used correctly, our products can significantly 

increase the productivity of your welding, and provide years of economical service.  

 

This operating manual contains important information on the use, maintenance and safety of our 

product. Please read the manual carefully before using the equipment for the first time.  

 

For your own safety and that of your working environment, pay particular attention to the safety 

instructions in the manual. 

 

For more information on our products, contact us, consult an authorized dealer, or visit our website. 

 

The specifications presented in this manual are subject to change without prior notice. 

 

Important notes 

Items in the manual that require particular attention in order to minimize damage and personal harm 

are indicated with the ’NOTE!’ notation. Read these sections carefully and follow their instructions. 

 

Disclaimer 

While every effort has been made to ensure that the information contained in this guide is accurate 

and complete, no liability can be accepted for any errors or omissions. We reserve the right to change 

the specification of the product described at any time without prior notice. 
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1.1Introduction 

Product functions  

• Allows for fast and efficient water cooling of MIG , TIG  and Plasma Torches. 

• Extends product life of valuable Torches and Consumables 

Product performance characteristics  

• Low noise  

• Corrosion resistant 

• High Pressure  

• Operating range up to 60oC 

• Ultra low voltage for personal safety 

• Low & Easy maintenance 

• Quick Release fittings 

1.2Technical Specifications 

 

 TitanCool 

Power Supply / Phases (V-Ph) AC110V 50/60HZ 

1 Phase 

Motor 150W 

Tank Capacity 10L 

Max Pressure 5kg/cm2 

Flow Rate 1.5-5.3 L/min 

Operating Temperature 0oC~60oC 

Current  4.0A 

 

General Information 

▲ Do not operate or install this equipment without thoroughly reading this manual and the safety 

precautions contained throughout. 

 Save this manual and keep it handy for reference. 

 Disconnect mains of the semi-automatic welding machine after finishing work or before a long break. 

▲ DO NOT make any modifications to the machine. It may cause changes in the features and 

deterioration of technical data. 

▲ Any adaptations to this machine are prohibited and may void the warranty. 

▲ Warranty is void if any damage to the machine is caused by misuse. 

 Acceptable range of ambient temperature is from 10—40°C. 

 Acceptable range of humidity is 20°C at 95% humidity. 
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2.0 Installation 

Worker and working area protection 

Fumes and gases produced by welding are dangerous for your health. Ventilation in workplace must be 

adequate to remove all harmful fumes and gases but not too strong since it could remove the shielding 

gas flowing over work piece. Arc welding rays are dangerous for your eyes. The welder must always use a 

welding helmet with a minimum protective shade glass No. 10 for MIG Welding. All personal protective 

including working clothes, leather apron, gloves, etc. must always be worn when welding or handling the 

work piece. 

 

 

Unpacking 

Check the packaging for any signs of damage.Carefully remove the machine and retain the packaging until  

the installation is complete. 

 

Positioning of the machine 

Place the machine on a firm, dry and level surface. Where possible, do not allow dust or other impurities 

to enter the machines cooling air flow. Preferably site the machine above floor level; for example on a 

suitable carriage unit. 

Notes for positioning the machine 

 The surface inclination should not exceed 15 degrees. 

 Ensure the free circulation of the cooling air. There must be at least 20 cm of free space in front 

ofand behind the machine for cooling air to circulate. 

 Protect the machine against heavy rain and direct sunshine. 

NOTE! The machine should not be operated in the rain as the protection class of the machine, IP21S, 

allows for outside preserving and storage only. 

NOTE!  Never aim metallic grinding spray/sparks towards the equipment. 

 

Input connection 

Before connecting the machine you should ensure that the correct supply is available. Details of the 

machine requirements can be found on the data plate of the machine or in the technical parameters 

shown in the manual. 

The equipment should be connected by a suitably qualified competent person. Always ensure the 

equipment has a proper grounding. 

Never connect the machine to the mains supply with the panels removed.  



 
TitanCool Operators Manual  
Issue. A 0116 

 

3.0 Operation 

 

 

 

 

 

 

 

 

 

PD series diaphragm pump by 12 V or 24 V DC permanent magnet motor with brush, the user must not 

directly use of 220 V power supply, if the direct insertion 220 V power, the electrical instantly burned. We 

have all kinds of transformers, if the PSA system without the user equipment, application of the purchase 

of transformers, so that the diaphragm pump can operate  

 

 

 

 

 

 

 

 

 

Pump can carry water, the weak acid, carbon, salt and other liquids, the conveyor system can not be 

particles of liquid, gasoline and other flammable liquids to avoid damage to the body. 

 

 

 

 

 

 

 

 

 

Pump conditions: temperature 0 ℃ ~ 60 ℃, medium temperature <60 ℃. 
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If the pump placed in the open，should use stamping protected from splashing water into the motor 

power, electrical leakage or damage. 

 

 

If there are leaking pipes or pumps, Take timely repair, so as to avoid damage to the electrical, resulting in 

other incidents. 

 

 

Vertical installation, head of pump should be down 

 

 

 

 

 

 

 

 

4.0 Trouble Shooting 
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The following chart addresses some common problems. 

In the event of equipment malfunction, contact an authorized service agent. 

The unit should be turned off before any repair is attempted 

 

Possible Reason Suggested Solution 

Motor normal operation but the poor/no flow 

A block in Inlet or Outlet pipeline Remove Blockage  

Air in Pipe Re Tighten all joints 

Block in Pump Replace the septa 

Motor does not power on 

Connectors not fixed Check / Refit connections 

Pump  not connected to power Connect to Power 

Motor Failure Replace Motor 

Transformer Failure Replace Transformer 

Blown Fuse Check / Replace Fuse 

Unit turned off Check Switch on front of unit in On position 

Damaged On/Off Switch Replace Switch 

Flow is poor 

Air in Pump Check all connections 

Block in Pump Remove any blockages / check for kinks in hose 
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5.0 Maintenance 

 

The utilization level of the power source and its working environment should be taken into consideration 

in planning the frequency of maintenance of the machine. Appropriate use and preventive maintenance 

guarantee the trouble-free use of the equipment. This allows you to avoid interruptions in use and 

increases the productivity of the machine. 

 

5.1 Cables 

Check the condition of welding and mains cables daily. Do not use damaged cables. Also make sure that all 

extension cables used in the mains connection are in proper condition and compliant with regulations. 

NOTE!  The mains cables may be repaired and installed only by electrical contractors and installers 

authorized to perform such operations. 

 

5.2 Power source 

Before cleaning the interior of the machine, you need to remove the case by unscrewing the mounting 

screws at the top and sides of the machine.  

NOTE!  To prevent damage, wait approximately two minutes after disconnecting the mains cable before 

removing the machine’s case. Perform the following cleaning and maintenance at least every six months: 

 

1. Clean the interior of the machine and the fan grill’s net of any dust and stains – for  

Example, with a soft brush and vacuum cleaner. 

•Do not use pressurized air. The stain may become compressed into the grooves of the coolers. 

•Do not use a pressure-washing device. 

2. Check the electrical connections of the machine. Clean any oxidized connections, and tighten the 

loosened ones.  

•Check for the right tension before you start repairing the connections.  

NOTE!  Remember that the machine may be repaired only by an electrical contractor or installer 

authorized to perform such operations. 

 

5.3 Regular maintenance 

Authorized service agents perform regular maintenance by agreement.Tasks included in regular 

maintenance: 

 Cleaning Equipment 

 Inspection and maintenance of the welding gun. 

 Checking of connectors, switches, and control knobs. 

 Checking electrical connections. 

 Checking the mains cable and plug 

 Replacement of damaged or worn parts. 

 Calibration testing, with adjustment of the functions and operational values of the machine, if 

necessary 

6.0 Warranty Terms & Conditions 

Weldtronic International P/L: ABN 99 149 754 263 
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Weldtronic International P/L (Weldtronic) warrants to the original retail purchaser that the 

products supplied by us and purchased by you from an authorized Weldtronic distributor are free 

of material and faulty workmanship defects except for those products listed under Warranty 

Exclusions. 

All warranty periods are from date of purchase from the retailer/distributor of the product. 

Unless otherwise stated the warranty period includes parts and labour.  

 

If a defect in material or workmanship becomes evident during the warranty period, Weldtronic 

will, at its opinion, either: 

 Repair the Product (or pay for the costs of repair of the product); or 

 Replace the Product if repair is not possible. 

In the unlikely event of such a defect, the customer should return the product to the original 

place of purchase, with a proof of purchase, or contact Weldtronic  on 03 9702 9366 to locate a 

authorized service agent. 

Any handling and transportation costs (and other expenses) incurred in claiming under this 

warranty are not covered by this warranty and will not be borne by Weldtronic.  

Weldtronic will return the replacement or repaired product, if original found to be faulty, freight 

free to the customer. 

The obligation of Weldtronic International P/L under this warranty is limited to the circumstances 

set out above and is subject to: 

 The customer being able to provide proof of purchase of the product and  the purchase 

price paid for the product; 

 The relevant defect in materials or workmanship; 

 The product not having been altered, tampered with or otherwise dealt with by any 

person in a manner other than as intended in respect of the relevant product; and 

 The product not having been used or applied in a manner that is contrary to customary 

usage or application for the relevant product or contrary to any stated instructions or 

specification of Weldtronic International. 

Our products come with a guarantee that cannot be excluded under the Australian Consumer Law. 

You are entitled to a replacement or refund for a major failure and for compensation for any 

other reasonably foreseeable loss or damage. You are also entitled to  have the goods repaired or 

replaced if the goods fail to be of an acceptable quality and the failure does not amount to a 

major failure. The benefits given by this warranty are in addition to the other rights and remedies 

which may be available to the customer under any  law in relation to goods and services to 

which this relates. 

 

These terms and conditions supersede and exclude all former and other representations and 

arrangements relating to any warranties on these products 

Warranty Periods 

We offer the following Warranty Periods from date of purchase; 
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Equipment Power Sources 

TitanTIG, TitanMIG, TitanARC Inverter Series (Power Source)      2 Years  (Clause 2) 

TronicTig, TronicMIG, TronicPlas Inverter Series (Power Source)    2 Years  (Clause 2) 

EuroMIG Transformer MIG Series (Power Source) 3 Years  (Clause 1&2) 
TronicCool Water Coolers 1 Year  (Clause 2) 
Electrode Ovens 1 Year  (Clause 2) 
Straight Line & Pipe Cutters (Power source only)               1 Year  (Clause 2) 
Positioners & Rotators (power source only) 1 Year   (Clause 2) 
Gas apparatus 
TronicFlame Gas & Welding Kits                           3 Months (Clause 2&4) 
TronicFlame Regulators 1 Year 
Automatic Welding Helmets 
Clearwelding® CWH720S Series Automatic Helmet 1 Year  (Clause 4) 
Clearwelding® CWH800S / 815S / 820S Series Automatic Helmet 2 Years  (Clause 4) 
Welding Accessories 
MIG , TIG & Plasma Torches 3 Months 
Earth & Work Leads 3 Months 
Gas Hose & Interconnecting Cables 3 Months  

(Clause 1) 3 Year warranty on transformer, inductor, & Rectifier. 2 Year Warranty on PCB and all other 

components. 

(Clause 2) This only covers manufacture defaults on all accessories for the first three months after date of 

purchase (e.g. MIG/TIG/Plasma Torches, Earth Leads, Gas hose, etc.). 

(Clause 3) Gas Hose & Flashback arrestors are subject to and covered by the manufacturer’s individual 

warranty. 

(Clause 4) 1 & 2 Year warranty on ADF Lens. 3 Month warranty on Helmet shell, harness & fittings.  

 
Warranty, Returns & Exchanges  

(1)Subject to the conditions of warranty set out in the warranty period, Weldtronic International P/L 

warrants that if any defect in any workmanship on any product has occurred then the conditions applicable 

to the warranty period are; 

(a)The warranty applies on the basis of the goods being used on the equivalent of single daily eight (8) hour 

shift. 

(2)The warranty shall not cover defect or damage which may be caused or partly caused by or arise through: 

(a)Failure on the part of the buyer to properly maintain any goods. 

(b)Failure on the part of the buyer to follow any instructions or guidelines provided by Weldtronic. 

(c)Any use of any goods otherwise than for any application specified on a quote or order form. 

(d)The continued use of any goods after any defect becomes apparent or would have become apparent to 

a reasonably prudent operator or user. 

(e)Fair wear and tear of goods or any part thereof including but not limited to items listed in warranty 

exclusions. 

(f)Misuse, neglect, accident, vandalism or damage in transit or natural disaster. 

(3)The warranty shall cease and Weldtronic International P/L shall thereafter in no circumstancesbe liable under the 

terms of the warranty if the workmanship is repaired, altered or overhauled without Weldtronic International 

consent. 

(4)In respect of all claims Weldtronic International P/L shall not be liable to compensate the buyer for any delay 

in either replacing or remedying the workmanship or in properly assessing the buyers claim. 

 

(5)For goods not manufactured by Weldtronic International P/L, the warranty shall be the current warranty 
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provided by the manufacturer of the goods. Weldtronic International shall not be bound by nor be responsible for 

any term, condition, representation or warranty other than which is given by the manufacturer of the goods. 

(6)We understand that sometimes you may need to return a product you have purchased from Weldtronic 

International p/l authorized dealer, to assist you , we have set out below the Weldtronic International P/L 

Returns Policy that you should know. 

 

Our Returns Policy includes the rights you have under the Australian Consumer Law and other relevant laws. 

Your rights under the Australian Consumer Law; 

Our goods come with guarantees that cannot be excluded under the Australian Consumer Law. You are entitled to a 

replacement or refund for a major failure and for compensation for any reasonably foreseeable loss or damage. You are 

also entitled to have the goods repaired or replaced if the goods fail to be of acceptable quality and the failure does not 

amount to a major failure. 

You shall inspect the goods on delivery and shall within seven (7) days of delivery notify Weldtronic 

International P/L of any alleged defect, shortage in quantity, damage or failure to comply with the 

description or quote. 

You shall also afford Weldtronic International P/L the opportunity to inspect the goods within a reasonable 

time following delivery if you believe the goods are defective an any way. 

If you fail to comply with these provisions the goods shall be presumed to be free from any defect or damage. For defective 

goods, which Weldtronic International P/L has agreed in writing that you are entitled to reject, Weldtronic International P/L 

liability is limited to either (at Weldtronic discretion) replacing the goods or repairing the goods except where you have 

acquired goods as a consumer within the meaning of the Trade Practices Act 1974 or the Fair Trading Acts of the relevant 

state or territories of Australian, and is therefore also entitled to, at the consumers discretion either a refund of the 

purchase price of the goods, or repair of the goods, or replacement of the goods. 

 

(7)Returns will only be accepted provided that; 

(a)You have complied with the provisions outlined above, and… 

(b)Where the goods are unable to be repaired, the goods are returned at your cost within thirty (30) days of 

the delivery date, and… 

(c)Weldtronic International P/L will not be liable for goods which have not been stored or used within the 

proper manner, and… 

(d)The goods are returned in the condition in which they were delivered and with all packaging material, brochures and 

instruction material in as new condition as is reasonably possible in the circumstances. Failure to comply to this point 

may mean that a re-stocking fee is charged to compensate Weldtronic for any lost materials and labour. 

(8)Weldtronic International P/L accepts no responsibility for products lost, damaged or mislaid whilst in 

transit. 

(9)Weldtronic International P/L (at their sole discretion) accepts the return of goods for credit but this may 

incur a handling fee of up to twenty percent (20%) of the value of the returned goods plus any freight costs. 

(10)Where the failure does not amount to a major failure, Weldtronic International P/L is entitled to choose 

between providing you with a repair, replacement or other suitable remedy. 

(11)Your rights under the Australian Consumer Law are not limited by a defined time. However, the Australian 

Consumer Law does recognize the relevant time period can vary from product to product, depending on factors such 

as the nature if the product and price. Weldtronic International P/L adopts the same approach. As you can appreciate, 

the type of remedy we can offer you may also vary depending on how long it takes you to return the product to use. 

Making a Claim 

(12)If you wish to make a claim under this warranty you should; 
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(a)Return the product to the point of purchase either in person or on a prepaid courier; or 

(b)Contact us by telephone on 03 9702 9366 or mail to PO 2096 Rowville VIC 3178 

(c)When returned, the product must be accompanied with the original invoice including the purchase price and 

disclosing the purchase date. 

(d)All costs of installation, cartage, freight, travelling expenses, hiring tools and insurance are paid by the Customer. 

(e)To the extent permitted by law, our total liability for loss or damage of every kind related to the 

product in any way whatsoever is limited to the amount paid to the retailer by you for the product or 

value of the product. 

 

Warranty Exclusions 

(13)This warranty covers material and faulty workmanship defects only. This warranty does not cover 

damage caused by 

(a)Normal wear and tear due to usage 

(b)Misuse or abusive use of the instructions supplied with the product 

(c)Failure to clean or improper cleaning of the product 

(d)Failure to maintain the equipment such as regular services etc. 

(e)Incorrect voltage or non-authorized electrical connections 

(f)Improper installation 

(g)Use if non-authorized/non-standard parts 

(h)Abnormal product performance caused by any ancillary equipment interference or other external factors. 

(i)Failure or breakage caused by overload, dropping or abusive treatment or use by the customer 

(j)Repair, modifications or other work carried out on the product other than by an authorized Weldtronic 

service dealer. 

(14)This warranty does not cover the following parts: 

(a)MIG , TIG & Stick (MMA) Welding Torches & Consumables such as; 

Gas nozzles, Gas diffusers, contact tip holder, contact tip, swan necks, trigger, handle, liners, wire guide, drive roller, neck 

spring, connector block, insulator, gas nipple , cap, euro block, head assembly, gas block, trigger spring, cable support, 

neck insulator, lock nut, arc leas, welding cable, electrode holders & earth clamps, tungsten Electrodes, Collect, Back Cap, 

Collet body, Torch head, gaskets, gas lens & O-rings. 

Plasma (b)Cutting Torches & Consumables such as; 

Cutting tips, Air diffuser, Swirl ring, Electrode, retaining cap, nozzle spring, spaces, air & power cables, 

O-rings, guides, torch bodies, air filter 

(c)Straight Line & Pipe Cutting consumables such as; Hoses, fittings, track, cutting nozzles, torch 

(15)This warranty does not cover for products purchased: 

(a)From a non-authorized Weldtronic dealer (such as purchases from unauthorized retailers and purchases over the 

internet from unauthorized local/international sites such as EBay) 

(b)At an auction 

(c)From a private seller 

(d)Unless it is a manufacturing fault, this warranty does not apply for products sold to hire 

companies. 

These conditions may only be varied with the written approval of the directors of Weldtronic 

International P/L. 

REMEMBER TO RETAIN YOUR ORIGINAL INVOICE FOR PROOF OF PURCHASE. 
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Weldtronic International P/L  

ABN 99 149 754 263 

42-46 Micro Circuit, DandenongSth 

Victoria 3175 Australia 

P.O Box 2096 Rowville  

Victoria 3178 Australia 

Tel: 03 9702 9366 

Fax. 03 9702 9766     

Email.sales@weldtronic.com.au 

Web.www.weldtronic.com.au 

 

 


